IP65 WASHDOWN DESIGN
AUTO CALIBRATION
FULL/MULTT TARE FUNCTION BY
SUBTRACTION

AUTO OFF FUNCTION

HOLD FUNCTION

KG-LB -0z

DISPLAY 1/3,000

SIMPLE COUNTING (10, 20, 50, 100, 200 / SAMPLE SIZE)

CHECKWEIGHING:

HI/LOW/GO BY VISUAL / ALARM

REMOVEABLE STAINLESS PLATFORM COVER
LARGE, EASY TO READ LCD DISPLAY
BACKLIGHT

USES 4 "D" BATTERIES NOT INCLUDED

AC POWER ADAPTER INCLUDED

4 POINT OVERLOAD PROTECTION

ADJUSTABLE FEET

SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE

OVERALL MEASUREMENT
11 V4" x 9" x § ¥2"

PLATFORM SIZE
8 v2n x 7 1/2n

OPERATING TEMPERATURE
0° -40°C (32° - 104°F)

SHIPPING WEIGHT
71b

990311 SERIES

3000gX1g 6IbX0.002Ib 1000z X 0.01 oz
6000gX2g 121bX0.005Ib 190 0z X 0.02 oz
15kg X 0.005kg 30IbX0.01Ib 5250z X 0.05 oz

30kg X0.01kg 60I1bX0.021b 10500z X 0.1 0z

CCi

SCALE COMPARMNY




990311 SERIES

CAPACITIES
3000gX1g 6IbX0.002Ib 100 o0z X 0.01 oz

6000gX2g 121bX0.005Ib 190 oz X 0.02 oz

15kg X 0.005kg 30IbX0.01lb 5250z X 0.05 oz

30 kg X 0.01 kg 60 1bX0.021b 1050 0z X 0.1 0z

SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE SCALE COMBARNY




